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Sheen, Ehardt, Ward, Palsrok, Huizenga, Amos, Howell, Garfield, Pumford, Daniels, Brown, Rivet,
Sak, Farrah, Clack, Vagnozzi, Bieda, Gleason, Hager, Plakas, Accavitti, Anderson, Gieleghem,
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Jamnick, Richardville, Voorhees, Sheltrown, Shackleton, Paletko, Hopgood, Taub, Robertson, Shaffer
and Elkins

ENROLLED HOUSE BILL No. 5089

AN ACT to amend 1949 PA 300, entitled “An act to provide for the registration, titling, sale, transfer, and regulation
of certain vehicles operated upon the public highways of this state or any other place open to the general public or
generally accessible to motor vehicles and distressed vehicles; to provide for the licensing of dealers; to provide for the
examination, licensing, and control of operators and chauffeurs; to provide for the giving of proof of financial
responsibility and security by owners and operators of vehicles; to provide for the imposition, levy, and collection of
specific taxes on vehicles, and the levy and collection of sales and use taxes, license fees, and permit fees; to provide for
the regulation and use of streets and highways; to create certain funds; to provide penalties and sanctions for a violation
of this act; to provide for civil liability of owners and operators of vehicles and service of process on residents and
nonresidents; to provide for the levy of certain assessments; to provide for the enforcement of this act; to provide for
the creation of and to prescribe the powers and duties of certain state and local agencies; to impose liability upon the
state or local agencies; to provide appropriations for certain purposes; to repeal all other acts or parts of acts
inconsistent with this act or contrary to this act; and to repeal certain parts of this act on a specific date,” by amending
sections 320a and 627 (MCL 257.320a and 257.627), section 320a as amended by 2003 PA 61 and section 627 as amended
by 1990 PA 165, and by adding section 79d.

The People of the State of Michigan enact:

Sec. 79d. “Work zone” means a portion of a street or highway that meets any of the following:

(a) Is between a “work zone begins” sign and an “end road work” sign.

(150)



(b) For construction, maintenance, or utility work activities conducted by a work crew and more than 1 moving
vehicle, is between a “begin work convoy” sign and an “end work convoy” sign.

(c¢) For construction, maintenance, surveying, or utility work activities conducted by a work crew and 1 moving or
stationary vehicle exhibiting a rotating beacon or strobe light, is between the following points:

(7) A point that is 150 feet behind the rear of the vehicle or that is the point from which the beacon or strobe light
is first visible on the street or highway behind the vehicle, whichever is closer to the vehicle.

(#2) A point that is 150 feet in front of the front of the vehicle or that is the point from which the beacon or strobe
light is first visible on the street or highway in front of the vehicle, whichever is closer to the vehicle.

Sec. 320a. (1) The secretary of state, within 10 days after the receipt of a properly prepared abstract from this or
another state, shall record the date of conviction, civil infraction determination, or probate court disposition, and the
number of points for each, based on the following formula, except as otherwise provided in this section and section 629c:

(a) Manslaughter, negligent homicide, or a felony resulting from the operation of a motor vehicle, ORV, or
STIOWTIINIODILE ..ttt ettt et st ettt sttt s s et st s s e et esese st e s e ae st b st eue st st e s ese st et esese bt ebeneststesesantetesenestane 6 points

(b) A violation of section 601b(2) or (3), 601c(1) or (2), or 653a(3) OF (4) c.eeveeerererreereeerecreeerereereereessesesessesssennes 6 points

(c) A violation of section 625(1), (4), (5), (7), or (8), section 81134 or 82127(1) of the natural resources and
environmental protection act, 1994 PA 451, MCL 324.81134 and 324.82127, or a law or ordinance substantially
corresponding to section 625(1), (4), (5), (7), or (8), or section 81134 or 82127(1) of the natural resources and

environmental protection act, 1994 PA 451, MCL 324.81134 and 324.82127 ........cccceveverererrrereneersesessseesssessssssssesens 6 points
(d) Failing to stop and disclose identity at the scene of an accident when required by 1aw .......cceceeveeeevruenee 6 points
(e) Operating a motor vehicle in violation of SECLION 626 .........ccccceeieeieieerreeeireeeeceete et esesste e e s essssenens 6 points
(f) Fleeing or eluding an OffiCET.......cvieeierueererieecrirteeeetrte ettt etsee ettt eae st st s et st saeseseessesenesessenesesssssnens 6 points

(g) Violation of section 627(9) pertaining to speed in a work zone described in that section by exceeding
the lawful maximum by more than 15 Miles PET NOUL........ccveveeietrieererieeereetseestetee et tee et sssesesessssessssssesesassesssanens 5 points

(h) Violation of any law other than the law described in subdivision (g) or ordinance pertaining to speed
by exceeding the lawful maximum by more than 15 miles Per ROUT ........cccceveverrireverinineierteneestseeesesteeesesssaeene 4 points

(i) Violation of section 625(3) or (6), section 81135 or 82127(3) of the natural resources and environmental
protection act, 1994 PA 451, MCL 324.81135 and 324.82127, or a law or ordinance substantially corresponding
to section 625(3) or (6) or section 81135 or 82127(3) of the natural resources and environmental protection act,

1994 PA 451, MCL 324.81135 and 824.82127 ......ccccevivererererereeeeeteeeteeeeeeseeenesessnesesensnesssnsnesesssesessesnssesensnesenes 4 points
(j) Violation of section 626a or a law or ordinance substantially corresponding to section 626a..................... 4 points
(K) Violation Of SECLION BDBA(2) ....eeeveieeeeeeiiriirieeecteeeeeeeeseeeseesseesseesseeseessessseessesssesssesssesssesseessssssesssssssesssesssesssesssessesns 4 points
(1) Violation of section 627(9) pertaining to speed in a work zone described in that section by exceeding the

lawful maximum by more than 10 but not more than 15 miles Per NOUT ........cccceevueeveninirereneneeeentrieereneeseeenseenens 4 points

(m) Violation of any law other than the law described in subdivision (I) or ordinance pertaining to speed
by exceeding the lawful maximum by more than 10 but not more than 15 miles per hour or careless driving

in violation of section 626b or a law or ordinance substantially corresponding to section 626D .........cececevereeuruenee 3 points
(n) Violation of section 627(9) pertaining to speed in a work zone described in that section by exceeding

the lawful maximum by 10 miles PEr NOUL OF 1ESS ..cccivirrieriririeeintrieetntereesestseeesessesesesesseseessesssesessssssessssssesssassesssanens 3 points
(o) Violation of any law other than the law described in subdivision (n) or ordinance pertaining to speed

by exceeding the lawful maximum by 10 miles per hoUT OF 1€SS.....ccccveueveririnereninireertnteeerteteeesteeeesesesteseesessssenene 2 points
(p) Disobeying a traffic signal or stop sign, or IMProper PASSING ......cccccereeerererieerenisirerestsreesesesseeesessesesessssenens 3 points
(q) Violation of section 624a, 624b, or a law or ordinance substantially corresponding to section 624a or

B2AD ..ttt ettt ettt et s e et R et e Rt e E ARt s e Rt A e Rt eE et R e e et s s e et e e s e et et esesanttsaeuent 2 points
(r) Violation of section 310e(4) or (6) or a law or ordinance substantially corresponding to section 310e(4)

OF () cuvevereererreueertesseeestsuesesestssesesestesesessssssesastnsssssasensssesestsesesesssesesessnsesesestasesesessssesesesssesesestasesesessnsesesentesesesansssesesesensesesensns 2 points

(s) All other moving violations pertaining to the operation of motor vehicles reported under this section.. 2 points

(t) A refusal by a person less than 21 years of age to submit to a preliminary breath test required by a
peace Officer UNAET SECLION B2DA......c.ccivirureereririeieietrieetrteeeresteteesest st e st st se e sestsse et stesesesastesesesasssesesansssessnsssesesensssesenens 2 points

(2) Points shall not be entered for a violation of section 310e(14), 311, 625m, 658, 717, 719, 719a, or 723.

(3) Points shall not be entered for bond forfeitures.



(4) Points shall not be entered for overweight loads or for defective equipment.

(5) If more than 1 conviction, civil infraction determination, or probate court disposition results from the same
incident, points shall be entered only for the violation that receives the highest number of points under this section.

(6) If a person has accumulated 9 points as provided in this section, the secretary of state may call the person in for
an interview as to the person’s driving ability and record after due notice as to time and place of the interview. If the
person fails to appear as provided in this subsection, the secretary of state shall add 3 points to the person’s record.

(7) If a person violates a speed restriction established by an executive order issued during a state of energy
emergency as provided by 1982 PA 191, MCL 10.81 to 10.89, the secretary of state shall enter points for the violation
pursuant to subsection (1).

(8) The secretary of state shall enter 6 points upon the record of a person whose license is suspended or denied
pursuant to section 625f. However, if a conviction, civil infraction determination, or probate court disposition results
from the same incident, additional points for that offense shall not be entered.

(9) If a Michigan driver commits a violation in another state that would be a civil infraction if committed in Michigan,
and a conviction results solely because of the failure of the Michigan driver to appear in that state to contest the
violation, upon receipt of the abstract of conviction by the secretary of state, the violation shall be noted on the driver’s
record, but no points shall be assessed against his or her driver’s license.

Sec. 627. (1) A person driving a vehicle on a highway shall drive at a careful and prudent speed not greater than nor
less than is reasonable and proper, having due regard to the traffic, surface, and width of the highway and of any other
condition then existing. A person shall not drive a vehicle upon a highway at a speed greater than that which will permit
a stop within the assured, clear distance ahead.

(2) Subject to subsection (1) and except in those instances where a lower speed is specified in this chapter, it is prima
facie lawful for the driver of a vehicle to drive at a speed not exceeding the following, except when this speed would be
unsafe:

(a) 25 miles an hour on all highways in a business or residence district as defined in this act.
(b) 25 miles an hour in public parks unless a different speed is fixed and duly posted.

(3) It is prima facie unlawful for a person to exceed the speed limits prescribed in subsection (2), except as provided
in section 629.

(4) The driver of a vehicle in a mobile home park as defined in section 2 of the mobile home commission act, 1987
PA 96, MCL 125.2302, shall drive at a careful and prudent speed, not greater than a speed which is reasonable and
proper, having due regard for the traffic, surface, width of the roadway, and all other conditions existing, and not
greater than a speed which will permit a stop within the assured clear distance ahead. It is prima facie unlawful for the
driver of a vehicle to drive at a speed exceeding 15 miles an hour in a mobile home park as defined in section 2 of the
mobile home commission act, 1987 PA 96, MCL 125.2302.

(5) A person driving a passenger vehicle drawing another vehicle or trailer shall not exceed a speed of 55 miles per
hour, unless the vehicle or trailer has 2 wheels or less and does not exceed the combined weight of 750 pounds for the
vehicle or trailer and load, or a trailer coach of not more than 26 feet in length with brakes on each wheel and attached
to the passenger vehicle with an equalizing or stabilizing coupling unit.

(6) A truck with a gross weight of 10,000 pounds or more, a truck-tractor with a trailer, or a combination of these
vehicles shall not exceed a speed of 55 miles per hour on highways, streets, or freeways and shall not exceed a speed of
35 miles per hour during the period when reduced loadings are being enforced in accordance with this chapter.

(7) A person driving a school bus shall not exceed the speed of 50 miles per hour.

(8) The maximum rates of speeds allowed pursuant to this section are subject to the maximum rate established
pursuant to section 629b.

(9) A person operating a vehicle on a highway, when entering and passing through a work zone described in section
79d(a) where a normal lane or part of the lane of traffic has been closed due to highway construction, maintenance, or
surveying activities, shall not exceed a speed of 45 miles per hour unless a different speed limit is determined for that
work zone by the state transportation department, a county road commission, or a local authority. The state
transportation department, a county road commission, or a local authority shall post speed limit signs in each work zone
described in section 79d(a) that indicate the speed limit in that work zone and shall identify that work zone with any
other traffic control devices necessary to conform to the Michigan manual of uniform traffic control devices. A person
shall not exceed a speed limit established under this section or a speed limit established under section 628 or 629.

(10) A person who violates this section is responsible for a civil infraction.

Enacting section 1. This amendatory act takes effect 90 days after the date this amendatory act is enacted.



This act is ordered to take immediate effect.

oy SRR

Clerk of the House of Representatives

Secretary of the Senate

Approved

Governor



48

R5-18c¢
COLORS
LEGEND AND BORDER - BLACK (NON-REFL.)
BACKGROUND - WHITE (REFL.)
MI/2004 1-71.5
‘’MDOT
K:-DGN-TSR-STDS-ENGLISH-SNDET-REGUL SIGNS-R05 018C E.TSR

Michigon Deportment of Transpor tation

Traffic and Sefety | REVISION DATE: March 1,2004 | DRAWN BY: KBK | CHECKED BY: BRS




78

BEGIN \WORK , CONVOY, /éc@

.

—5/8

— 7/8 BORDER

R5-18d

72

< 3 —>

/1-5/8 R

12

e
=MNE
FND | WORK  CONVO YL
- /) 3
R5-18e
COLORS
LEGEND AND BORDER - BLACK (NON-REFL.)
BACKGROUND - WHITE (REFL.)
M1/2004 1-71.6
G
eMDOT

Michigon Deportment of Transpor tation

K:-DGN-TSR-STDS-ENGLISH-SNDET-REGUL SIGNS-RO5 018D 018E E.TSR

Traffic and Safety

| REVISION DATE: March 1, 2004

| DRAWN BY: ST

| CHECKED BY: AW




TS

Z END
ROAD WORK

PLACE THIS SIGN ALONG WITH

ADVANCE WORK ZONE SIGNING AS

DEPICTED ON THE APPROPRIATE
TYPICAL M0Olee-MOOIfe.

WORK W2i-4
ZONE —
BEGINS
R5-18¢c SPEED e
LIMIT| 1+ T
R2-1
SPEED
LIMIT jz\___

R2-1
PLACE THROUGHOUT WORK AREA AS
INDICATED AND AFTER ALL MAJOR
CROSSROADS [F PERMANENT SIGNS
ARE NOT IN PLACE.

END _f/'
ROAD WORK

PLACE THIS SIGN ALONG WITH THE
ADVANCE WORK ZONE SIGNING AS
DEPICTED ON THE APPROPRIATE
TYPICAL MOOlse-MQO!fe.

SHOULDER

J

f

XX

SHOULDER

NOT TO SCALE

KEY
CHANNELIZING DEVICES

LIGHTED ARROW PANEL
(CAUTION MODE )

TYPE A WARNING FLASHER
(REGUIRED )

TRAFFIC FLOW

USE THE "NEXT _ _ MILES"
SIGN WHEN SHOULDER CLOSU
EXCEEDS 1 MILE IN LENGTH

RE

THE [ SIGN = 120 ft2 - TYPE B

W/PLAQUE -
PLUS ADDITIONAL R2-1's
THROUGHOUT WORK AREA

132 ft2 - TYPE B

< SPEED | PLACE THROUGHOUT WORK AREA AS
> LIMIT| INDICATED AND AFTER ALL MAJOR
é S CROSSROADS [F PERMANENT SIGNS
g _ __ | ARE NOT IN PLACE.
g R2-1
° SPEED
L LIMIT
WORK R2-1
L | 70NE
BEGINS
1
1 1
W21-4
®MDOT | TYPICAL TEMPORARY TRAFFIC CONTROL

Michigon Depor tment. of Tronspor totion
TRAFFIC AND SAFETY

MAINTAINING TRAFFIC
TYPICAL

FOR A SHOULDER CLOSURE ON A TWO

LANE TWO-WAY ROADWAY
NO SPEED REDUCTION

DRAWN BY: DFK MARCH 2000 SHEET
CHECKED BY: BMM PLAN DATE: M002e LOF 2
FILE: K:-DGN-TSR-STDS-ENGLISH-MNTTRF -M002e . dgn REV.  2/13/2004




IE. D = DISTANCE BETWEEN TRAFFIC CONTROL DEVICES
1/3 L = MINIMUM LENGTH OF TAPER
B = LENGTH OF LONGITUDINAL BUFFER
SEE MOOOe FOR "D," "L," AND "B" VALUES
2. ALL NON-APPLICABLE SIGNING WITHIN THE CIA SHALL BE MODIFIED TO FIT CONDITIONS, COVERED OR REMOVED.
3. DISTANCES BETWEEN SIGNS, THE VALUES FOR WHICH ARE SHOWN IN TABLE D, ARE APPROXIMATE AND MAY NEED
ADJUSTING AS DIRECTED BY THE ENGINEER.
4E. THE MAXIMUM RECOMMENDED DISTANCE(S ) BETWEEN CHANNELIZING DEVICES SHOULD BE EQUAL IN FEET TO THE
POSTED SPEED IN MILES PER HOUR ON TAPER(S) AND TWICE THE POSTED SPEED IN THE PARALLEL AREA(S).
5. FOR OVERNIGHT CLOSURES, CHANNELIZING DEVICES SHALL BE LIGHTED PLASTIC DRUMS.
6. THE TYPE A WARNING FLASHER SHOWN ON THE WARNING SIGNS SHALL BE POSITIONED ON THE SIDE OF THE SIGN
NEAREST THE ROADWAY.
7. ALL 4'x 4' WARNING SIGNS, TYPE 111 BARRICADES, THEIR TEMPORARY SUPPORT SYSTEMS AND LIGHTING
REQUIREMENTS SHALL BE FABRICATED IN ACCORDANCE WITH THE CURRENT STANDARD PLAN.
8. WHEN BUFFER AREAS ARE ESTABLISHED, THERE SHALL BE NO EQUIPMENT OR MATERIALS STORED OR WORK
CONDUCTED IN THE BUFFER AREA.
29A. THE TYPE OF REFLECTIVE SHEETING USED FOR THE W20-1a PLAQUE SHALL BE THE SAME AS THE TYPE USED FOR THE
PARENT SIGN.
SIGN SIZES
D LAMOND WERNING - 46" » 43" ?WOT TYPICAL TEMPORARY TRAFFIC CONTROL
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R2-1 REGULATORY - 48" x 60" MAINTANING TRAFFIC NO SPEED REDUCT 10N
R5-18c REGULATORY - 48" x 48" TYPICAL
DRAWN BY: DFK MARCH 2000
CHECKED BY: BMM PLAN DATE: M0028
NOT TO SCALE [FILE: K:-DGN-TSR-STO5-ENGLISH-MNTTRF -M002e .dgn REV.  2/13/2004
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1EA.

12E.

13.

28E.

D[AMDND WARN[NG - 48“ X 48“ Michigon Depor tnent. of Tronsportotion

NOTES

SEE MOOOe FOR "D" VALUES.
ALL NON-APPLICABLE SIGNING WITHIN THE CIA SHALL BE MODIFIED TO FIT CONDITIONS, COVERED OR REMOVED.

DISTANCES BETWEEN SIGNS, THE VALUES FOR WHICH ARE SHOWN IN TABLE D, ARE APPROXIMATE AND MAY NEED
ADJUSTING AS DIRECTED BY THE ENGINEER.

THE MAXIMUM RECOMMENDED DISTANCE(S ) BETWEEN CHANNELIZING DEVICES IN THE TAPER AREA(S) SHOULD BE 15
FEET AND SHOULD BE EQUAL IN FEET TO TWICE THE POSTED SPEED IN MILES PER HOUR IN THE PARALLEL AREA(S ).

FOR OVERNIGHT CLOSURES, CHANNELIZING DEVICES SHALL BE LIGHTED PLASTIC DRUMS.

THE TYPE A WARNING FLASHER SHOWN ON THE WARNING SIGNS SHALL BE POSITIONED ON THE SIDE OF THE SICN
NEAREST THE ROADWAY.

ALL 4'x 4' WARNING SIGNS, TYPE 111 BARRICADES, THEIR TEMPORARY SUPPORT SYSTEMS AND LIGHTING
REQUIREMENTS SHALL BE FABRICATED IN ACCORDANCE WITH THE CURRENT STANDARD PLAN.

ALL TRAFFIC REGULATORS SHALL BE PROPERLY TRAINED AND SUPERVISED.

[N ANY OPERATION INVOLVING MORE THAN ONE TRAFFIC REGULATOR, ONE PERSON SHOULD BE DESIGNATED AS HEAD
TRAFFIC REGULATOR.

ALL TRAFFIC REGULATORS' CONDUCT, THEIR EQUIPMENT, AND TRAFFIC REGULATING PROCEDURES SHALL CONFORM
TO THE CURRENT EDITION OF THE MICHIGAN MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MMUTCD ) AND THE
CURRENT EDITION OF THE MDOT HANDBOOK ENTITLED " TRAFFIC REGULATORS INSTRUCTION MANUAL."

WHEN TRAFFIC REGULATING IS ALLOWED DURING THE HOURS OF DARKNESS, APPROPRIATE LIGHTING SHALL BE
PROVIDED TO SUFFICIENTLY ILLUMINATE THE TRAFFIC REGULATOR'S STATIONS.

THE MAXIMUM DISTANCE BETWEEN THE TRAFFIC REGULATORS SHALL BE NO MORE THAN 2 MILES IN LENGTH UNLESS
RESTRICTED FURTHER IN THE SPECIAL PROVISIONS FOR MAINTAINING TRAFFIC. ALL SEQUENCES OF MORE THAN 2
MILES IN LENGTH WILL REQUIRE WRITTEN PERMISSION FROM THE ENGINEER BEFORE PROCEEDING.

WHEN INTERSECTING ROADS OR SIGNIFICANT TRAFFIC GENERATORS (SHOPPING CENTERS, MOBILE HOME PARKS, ETC. )
OCCUR WITHIN THE ONE-LANE TWO-WAY OPERATION, INTERMEDIATE TRAFFIC REGULATORS AND APPROPRIATE
SIGNING SHALL BE PLACED AT THESE LOCATIONS.

ADDITIONAL SIGNING AND/OR ELONGATED SIGNING SEQUENCES SHOULD BE USED WHEN TRAFFIC VOLUMES ARE
SIGNIFICANT ENOUGH TO CREATE BACKUPS BEYOND THE W20-15 SIGNS.

THE HAND HELD (PADDLE ) SIGNS REGUIRED BY THE MMUTCD TO CONTROL TRAFFIC WILL BE PAID FOR AS PART OF
FLAG CONTROL.

THE TRAFFIC REGULATORS SHOULD BE POSITIONED AT OR NEAR THE SIDE OF THE ROAD SO THAT THEY ARE SEEN
CLEARLY AT A MIN[MUM DISTANCE OF 500 FEET. THIS MAY REQUIRE EXTENDING THE BEGINNING OF THE LANE
CLOSURE TO OVERCOME VIEWING PROBLEMS CAUSED BY HILLS AND CURVES.

SIGN SIZES
= BIVIDOT | 1yp1ca TevpoReRY TRAFFIC CONTROL FOR

R2-1 REGULATORY - 48" x 60" TRaFFIC AND saFETY | A TWO-LANE TWO-WAY ROADWAY WHERE ONE
R5-18c REGULATORY - 48" x 48" MANTANNG TRAFFIC| ~ LANE IS CLOSED UTILIZING TRAFFIC

TYPICAL REGULATORS, NO SPEED REDUCTION

DRAWN BY: DFK MARCH 2000 SHEET
CHECKED BY: BMM PLAN DATE: MOO3e 20F 2
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1EA.

12E.

13.

28E.

NOTES

SEE MOOOe FOR "D" VALUES.
ALL NON-APPLICABLE SIGNING WITHIN THE CIA SHALL BE MODIFIED TO FIT CONDITIONS, COVERED OR REMOVED.

DISTANCES BETWEEN SIGNS, THE VALUES FOR WHICH ARE SHOWN IN TABLE D, ARE APPROXIMATE AND MAY NEED
ADJUSTING AS DIRECTED BY THE ENGINEER.

THE MAXIMUM RECOMMENDED DISTANCE(S ) BETWEEN CHANNELIZING DEVICES IN THE TAPER AREA(S ) SHOULD BE 15
FEET AND SHOULD BE EQUAL IN FEET TO TWICE THE POSTED SPEED IN MILES PER HOUR IN THE PARALLEL AREA(S ).

FOR OVERNIGHT CLOSURES, CHANNELIZING DEVICES SHALL BE LIGHTED PLASTIC DRUMS.

THE TYPE A WARNING FLASHER SHOWN ON THE WARNING SIGNS SHALL BE POSITIONED ON THE SIDE OF THE SICN
NEAREST THE ROADWAY.

ALL 4'x 4' WARNING SIGNS, TYPE 111 BARRICADES, THEIR TEMPORARY SUPPORT SYSTEMS AND LIGHTING
REQUIREMENTS SHALL BE FABRICATED IN ACCORDANCE WITH THE CURRENT STANDARD PLAN.

ALL TRAFFIC REGULATORS SHALL BE PROPERLY TRAINED AND SUPERVISED.

[N ANY OPERATION INVOLVING MORE THAN ONE TRAFFIC REGULATOR, ONE PERSON SHOULD BE DESIGNATED AS HEAD
TRAFFIC REGULATOR.

ALL TRAFFIC REGULATORS' CONDUCT, THEIR EQUIPMENT, AND TRAFFIC REGULATING PROCEDURES SHALL CONFORM
TO THE CURRENT EDITION OF THE MICHIGAN MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MMUTCD ) AND THE
CURRENT EDITION OF THE MDOT HANDBOOK ENTITLED " TRAFFIC REGULATORS INSTRUCTION MANUAL."

WHEN TRAFFIC REGULATING IS ALLOWED DURING THE HOURS OF DARKNESS, APPROPRIATE LIGHTING SHALL BE
PROVIDED TO SUFFICIENTLY ILLUMINATE THE TRAFFIC REGULATOR'S STATIONS.

THE MAXIMUM DISTANCE BETWEEN THE TRAFFIC REGULATORS SHALL BE NO MORE THAN 2 MILES IN LENGTH UNLESS
RESTRICTED FURTHER IN THE SPECIAL PROVISIONS FOR MAINTAINING TRAFFIC. ALL SEQUENCES OF MORE THAN 2
MILES IN LENGTH WILL REQUIRE WRITTEN PERMISSION FROM THE ENGINEER BEFORE PROCEEDING.

WHEN INTERSECTING ROADS OR SIGNIFICANT TRAFFIC GENERATORS (SHOPPING CENTERS, MOBILE HOME PARKS, ETC. )
OCCUR WITHIN THE ONE-LANE TWO-WAY OPERATION, INTERMEDIATE TRAFFIC REGULATORS AND APPROPRIATE
SIGNING SHALL BE PLACED AT THESE LOCATIONS.

ADDITIONAL SIGNING AND/OR ELONGATED SIGNING SEQUENCES SHOULD BE USED WHEN TRAFFIC VOLUMES ARE
SIGNIFICANT ENOUGH TO CREATE BACKUPS BEYOND THE W20-15 SIGNS.

THE HAND HELD (PADDLE ) SIGNS REGUIRED BY THE MMUTCD TO CONTROL TRAFFIC WILL BE PAID FOR AS PART OF
FLAG CONTROL.

THE TRAFFIC REGULATORS SHOULD BE POSITIONED AT OR NEAR THE SIDE OF THE ROAD SO THAT THEY ARE SEEN
CLEARLY AT A MIN[MUM DISTANCE OF 500 FEET. THIS MAY REQUIRE EXTENDING THE BEGINNING OF THE LANE
CLOSURE TO OVERCOME VIEWING PROBLEMS CAUSED BY HILLS AND CURVES.

SIGN SIZES SRVIDOT | TPICAL TEMPORARY TRAFFIC CONTROL FOR

DIAMOND WARNING - 48" x 48" Mehigon Desartamnt of Tromorioven | 1 WO-LANE TWO-WAY ROADWAY WHERE ONE
RECTANGULAR REGULATORY - 48" x 60" TRAFFIC AND SAFETY LANE 1S CLOSED UTILIZING TRAFFIC
R5-18c REGULATORY - 48" x 48" MAINTAINING TRAFFIC REGULATORS AND USING A REDUCED

NOT TO SCALE

TYPICAL SPEED LIMIT, MAXIMUM 10 MPH REDUCTION

DRAWN BY: DFK

MARCH 2000 SHEET

CHECKED BY: BMM

PLAN DATE: M0O4e 20F 2

FILE: K:-DGN-TSR-STDS-ENGL ISH-MNTTRF -M004e .dgn REV. 2/20/2004




VR R

NO SPEED REDUCTION ——

THIS DIRECTION

/_T
WORK
W2i-4 Z0NE | —F— T
BEGINS
Rb-18c o
SPEED
LIMIT
T
R2-1 =
i
SPEED
owir| S
R2-1

PLACE THROUGHOUT WORK AREA AS
INDICATED AND AFTER ALL MAJOR
CROSSROADS IF PERMANENT SIGNS
ARE NOT IN PLACE.

END S
ROAD WORK

PLACE THIS SIGN ALONG WITH THE
ADVANCE WORK ZONE SIGNING AS
DEPICTED ON THE APPROPRIATE
TYPICAL MOOloe-MOOIfe.

KEY

N \gl //
~ i’

iy

CHANNELIZING DEVICES
LIGHTED ARROW PANEL

TYPE A WARNING FLASHER
(REQUIRED )

TRAFFIC FLOW

SICN -
PLUS ADDITIONAL R2-1's
THROUGHOUT WORK AREA

176 f12 - TYPE B

NOT TO SCALE

SHOULDER

END
ROAD WORK

PLACE THIS SIGN ALONG WITH THE
ADVANCE WORK ZONE SIGNING AS
DEPICTED ON THE APPROPRIATE
TYPICAL MOOlae-MQOOIfe.

5

SPEED | LEGEND REFLECTS SPEED
‘ ‘ L |LIMIT| LIMIT BEYOND WORK AREA
] R2-1
g SPEED
< _—_~”§— LIMIT
x R2-1
S PLACE THROUGHOUT WORK AREA AS
L INDICATED AND AFTER ALL MAJOR
- CROSSROADS IF PERMANENT SIGNS
] ARE NOT IN PLACE.
| | SPEED
L v |LIMIT
= R2-1
WORK
‘ ‘ 4] ZONE
BEGINS
o R5-18c
1
‘ ‘ W4-2 IREDUCED
1 SPEED
AHEAD
R2-5a
W21-4
‘ ‘ * MAXIMUM 10MPH SPEED
REDUCTION THIS DIRECTION
T®RMVIDOT | TYPICAL TEMPORARY TRAFFIC CONTROL FOR

Michigon Depor tment. of Tronspor totion
TRAFFIC AND SAFETY

MAINTAINING TRAFFIC
TYPICAL

A ONE-LANE CLOSURE ON AN UNDIVIDED
MULTI-LANE ROADWAY USING A REDUCED
SPEED LIMIT, MAXIMUM 10 MPH REDUCTION,
IN ONE DIRECTION ONLY

DRAWN BY: DFK MARCH 2000 SHEET
CHECKED BY: BMM PLAN DATE: MO18e LOF 2
FILE: K:-DGN-TSR-GTD5-ENGLISH-MNTTRF -M018e .dgn REV.  2/26/2004




1EB.

16A.

168.

21.

26.

NOTES

D - DISTANCE BETWEEN TRAFFIC CONTROL DEVICES
L = MINIMUM LENGTH OF TAPER

B = LENGTH OF LONGITUDINAL BUFFER

SEE MOOQe FOR "D," "L," AND "B" VALUES

ALL NON-APPLICABLE SIGNING WITHIN THE CIA SHALL BE MODIFIED TO FIT CONDITIONS, COVERED OR REMOVED.

DISTANCES BETWEEN SIGNS, THE VALUES FOR WHICH ARE SHOWN IN TABLE D, ARE APPROXIMATE AND MAY NEED
ADJUSTING AS DIRECTED BY THE ENGINEER.

THE MAXIMUM RECOMMENDED DISTANCE(S ) BETWEEN CHANNELIZING DEVICES SHOULD BE EQUAL IN FEET TO THE
POSTED SPEED IN MILES PER HOUR ON TAPER(S) AND TWICE THE POSTED SPEED IN THE PARALLEL AREA(S).

FOR OVERNIGHT CLOSURES, CHANNELIZING DEVICES SHALL BE LIGHTED PLASTIC DRUMS.

THE TYPE A WARNING FLASHER SHOWN ON THE WARNING SIGNS SHALL BE POSITIONED ON THE SIDE OF THE SIGN
NEAREST THE ROADWAY.

ALL 4'x 4' WARNING SIGNS, TYPE II11 BARRICADES, THEIR TEMPORARY SUPPORT SYSTEMS AND LIGHTING
REQGUIREMENTS SHALL BE FABRICATED IN ACCORDANCE WITH THE CURRENT STANDARD PLAN.

WHEN BUFFER AREAS ARE ESTABLISHED, THERE SHALL BE NO EQGUIPMENT OR MATERIALS STORED OR WORK
CONDUCTED IN THE BUFFER AREA.

ADDITIONAL SPEED LIMIT SIGNS REFLECTING THE REDUCED SPEED SHALL BE PLACED AFTER EACH MAJOR
CROSSROAD THAT INTERSECTS THE WORK AREA WHERE THE REDUCED SPEED IS IN EFFECT.

WHEN REDUCED SPEED LIMITS ARE UTILIZED IN THE WORK AREA, ADDITIONAL SPEED LIMIT SIGNS RETURNING
TRAFFIC TO ITS NORMAL SPEED SHALL BE PLACED BEYOND THE LIMITS OF THE REDUCED SPEED AS INDICATED.

ALL EXISTING PAVEMENT MARKINGS WHICH ARE IN CONFLICT WITH EITHER PROPOSED CHANGES IN TRAFFIC PATTERNS

OR PROPOSED TEMPORARY TRAFFIC MARKINGS, SHALL BE REMOVED BEFORE ANY CHANGE IS MADE [N THE TRAFFIC

PATTERN. EXCEPTION WILL BE MADE FOR DAYTIME-ONLY TRAFFIC PATTERNS THAT ARE ADEQUATELY DELINEATED BY

OTHER TRAFFIC CONTROL DEVICES.

THE LIGHTED ARROW PANEL SHALL BE LOCATED AT THE BEGINNING OF THE TAPER AS SHOWN. WHEN PHYSICAL
LIMITATIONS RESTRICT [TS PLACEMENT AS INDICATED, THEN IT SHALL BE PLACED AS CLOSE TO THE BEGINNING
OF THE TAPER AS POSSIBLE.

SIGN SIZES

TYPICAL IN'ONE DIRECTION ONLY

MDD TYPICAL TEMPORARY TRAFFIC CONTROL FOR
DIAMOND WARNING - 48" x 48" T@QMWWN'Q:'E A ONE-LANE CLOSURE ON AN UNDIVIDED

RECTANGULAR REGULATORY - 48" x 60" TRAFFIC AND SAFETY MULTI-LANE ROADWAY USING A REDUCED
R5-18¢  REGULATORY - 48" x 48" MAINTANING TRAFFIC| SPEED LIMIT, MAXIMUM 10 MPH REDUCTION,

DRAWN BY: DFK MARCH 2000
CHECKED BY: BMM PLAN DATE: M0188

NOT TO SCALE [FILE: K:-DGN-TSR-STO5-ENGLISH-MNTTRF -M018e .dgn REV.  2/26/2004




==

KEY
CHANNEL IZING DEVICES

LIGHTED ARROW PANEL
TYPE A WARNING FLASHER
(REQUIRED )

TRAFFIC FLOW

SIGN = 168 ft2 - TYPE B
PLUS ADDITIONAL R2-1s
THROUGHOUT WORK AREA.

N\l //
D e

VAN

ROAD WORK

o
W4-2  ["WORK PLACE THIS SIGN ALONG WITH THE
ZONE |—— 1 ‘ ‘ ADVANCE WORK ZONE SIGNING AS
BEGINS DEPICTED ON THE APPROPRIATE
R5-18c © TYPICAL M -M0O1fe.
SPEED C ICAL MOOlae e
LIMIT — T
o1 ° . [ 100 f+ MINIMUM
>¥+K]
L]
- [ ]
L]
ya— .
o 5 G
Q [}
SPEED S SPEED]| PLACE THROUGHOUT WORK AREA AS
LIMIT g LIMIT| INDICATED AND AFTER ALL MAJOR
Z - S CROSSROADS 1F PERMANENT SIGNS
— @ ﬁ w — — | ARE NOT IN PLACE.
R2-1 N . < R2-1
PLACE THROUGHOUT WORK AREA AS =
INDICATED AND AFTER ALL MAJOR . S
CROSSROADS 1F PERMANENT SIGNS £ —
ARE NOT IN PLACE. i ®
[
L]
L] —J|
NA L .
Vo™
L]
100 ft MIN]MUM[ .. -
SPEED
i R LIMIT
- _
WORK Re-1
Lt | ZONE
BEGINS
4y 00000
PLACE THIS SIGN ALONG WITH THE
ADVANCE WORK ZONE SIGNING AS
DEPICTED ON THE APPROPRIATE ‘ ‘
TYPICAL MOOlse-MOOIfe.

SHOULDER

SHOULDER

ﬁ‘ﬁ

NOT TO SCALE

‘’MDOT

Michigon Depor tment. of Tronspor totion
TRAFFIC AND SAFETY

MAINTAINING TRAFFIC
TYPICAL

TYPICAL TEMPORARY TRAFFIC CONTROL
FOR CLOSING THE CENTER TWO LANES
OF A MULTI-LANE UNDIVIDED
ROADWAY, (NO CLFLTO)

NO SPEED REDUCTION

DRAWN BY: DFK MARCH 2000 MO19 SHEET
CHECKED BY: BMM PLAN DATE: € 1 OF 2
FILE: K:-DGN-TSR-STD5-ENGLISH-MNTTRF -M019e . dgn REV.  Feb. 10, 2004




NOTES

1EB. D = DISTANCE BETWEEN TRAFFIC CONTROL DEVICES
L = MINIMUM LENGTH OF TAPER
B = LENGTH OF LONGITUDINAL BUFFER
SEE MOOQOe FOR "D," "L," AND "B" VALUES
2. ALL NON-APPLICABLE SIGNING WITHIN THE CIA SHALL BE MODIFIED TO FIT CONDITIONS, COVERED OR REMOVED.
3. DISTANCES BETWEEN SIGNS, THE VALUES FOR WHICH ARE SHOWN IN TABLE D, ARE APPROXIMATE AND MAY NEED
ADJUSTING AS DIRECTED BY THE ENGINEER.

3A. THE "WORK ZONE BEGINS" (R5-18c ) SIGN SHALL BE USED ONLY IN THE INITIAL SIGNING SEGUENCE IN THE WORK
ZONE. SUBSEQUENT SEQUENCES IN THE SAME WORK ZONE SHALL OMIT THIS SIGN AND THE QUANTITIES SHALL BE
ADJUSTED APPROPRIATELY.

4EB. THE MAXIMUM RECOMMENDED DISTANCE(S ) BETWEEN CHANNELIZING DEVICES SHOULD BE EQUAL IN FEET TO THE

POSTED SPEED IN MILES PER HOUR ON MERGING TAPER(S ), TWICE THE POSTED SPEED [N THE PARALLEL AREA(S ),
AND 25 FEET IN THE DOWNSTREAM TAPER AREA(S ).

5. FOR OVERNIGHT CLOSURES, CHANNELIZING DEVICES SHALL BE LIGHTED PLASTIC DRUMS.

6. THE TYPE A WARNING FLASHER SHOWN ON THE WARNING SIGNS SHALL BE POSITIONED ON THE SIDE OF THE SIGN
NEAREST THE ROADWAY .

7. ALL 4'x 4' WARNING SIGNS, TYPE 111 BARRICADES, THEIR TEMPORARY SUPPORT SYSTEMS AND LIGHTING
REQUIREMENTS SHALL BE FABRICATED IN ACCORDANCE WITH THE CURRENT STANDARD PLAN.

8. WHEN BUFFER AREAS ARE ESTABLISHED, THERE SHALL BE NO EQUIPMENT OR MATERIALS STORED OR WORK
CONDUCTED IN THE BUFFER AREA.

21. ALL EXISTING PAVEMENT MARKINGS WHICH ARE IN CONFLICT WITH EITHER PROPOSED CHANGES IN TRAFFIC PATTERNS
OR PROPOSED TEMPORARY TRAFFIC MARKINGS, SHALL BE REMOVED BEFORE ANY CHANGE 1S MADE IN THE TRAFFIC
PATTERN. EXCEPTION WILL BE MADE FOR DAYTIME-ONLY TRAFFIC PATTERNS THAT ARE ADEQUATELY DELINEATED BY
OTHER TRAFFIC CONTROL DEVICES.

26C. THE LIGHTED ARROW PANEL SHALL BE LOCATED AT THE BEGINNING OF THE MERGING TAPER AS SHOWN., WHEN
PHYSICAL LIMITATIONS RESTRICT ITS PLACEMENT AS INDICATED, THEN IT SHALL BE PLACED AS CLOSE TO THE
BEGINNING OF THE MERGING TAPER AS POSSIBLE.
SIGN SIZES “®VIDOT | TYPICAL TEMPORARY TRAFFIC CONTROL
DIAMOND WARNING - 48 " x 48 " Michigon Degor taent of Tromapor totion FOR CLOSING THE CENTER TWO LANES
R2-1 REGULATORY - 48 " x 60 " TRAFFIC AND SAFETY OF A MULTI-LANE UNDIVIDED
R5-18c REGULATORY - 48 " x 48 " MAINTAINING TRAFFIC ROADWAY,(NO CLFLTO )
TYPICAL NO SPEED REDUCTION
DRAWN BY: DFK MARCH 2000 MO SHEET
CHECKED BY: BMM PLAN DATE: 19 2 0F 2
NOT TO SCALE [FILE: K:-DGN-TSR-STO5-ENGLISH-MNTTRF -M019e . dgn REV.  Feb. 10, 2004




KEY
L i | i | i %’ « « « CHANNELIZING DEVICES
PLACE THESE SIGNS ALONG WITH - Sgma’ LICHTED ARROW PANEL
THE ADVANCE WORK ZONE SIGNING _| | —— | TYPE & WARNING FLASHER
AS DEPICTED ON THE APPROPRIATE _;1'1_ R
TYPICAL MOO1oe-MOO1Te. -~ (REQUIRED )
‘ @ —> TRAFFIC FLOW
s SIGN = 232 ft2 - TYPE B
z_. PLUS ADDITIONAL R2-1s
SPEED T 1 = THROUGHOUT WORK AREA.
LIMIT «
L S C_[SPEED] PLACE THROUGHOUT WORK AREA
—— LIMIT| AS INDICATED AND AFTER ALL
R-1 ‘ T 3 INTERCHANGES [F PERMANENT
PLACE THROUGHOUT WORK AREA ' [aa] RN — SIGNS ARE NOT IN PLACE.
AS INDICATED AND AFTER ALL s 1 R2-1
INTERCHANGES IF PERMANENT . B
SIGNS ARE NOT IN PLACE. el
o
SPEED ‘ ‘ SPEED
LIMIT €L 1 LIMIT
2 WORK B WORK Rl
200N |—— L L —1—|— zon
BEGINS BEGINS
R5-18c e R5-18c
] et
o
o
W4-2 N
L]
M
1
W20-5 A ba W20-5
(MODIFIED) A = (MODIFIED)
|| @
W20-5
1 S\ (MODIFIED )
o
1
W21-4
B4 0 018
3 3
5 &
@MDOT

NOT TO SCALE

Mchgon Desartment ar Tromporioven | 1 YPTCAL EXTENDED TEMPORARY TRAFFIC
TRAFFIC AND SAFETY CONTROL FOR A ONE-LANE CLOSURE ON
MAINTAINING TRAFFIC A FREEWAY, NO SPEED REDUCTION

TYPICAL
DRAWN BY: DFK MARCH 2000 MOS0 SHEET
CHECKED BY: BMM PLAN DATE: € 1 OF 2

FILE: K:-DGN-TSR-STDS-ENGL [SH-MNTTRF -M080e .dgn REV. Feb. 10, 2004




1EB.

3A.

4E.

21.

26.

NOTES

D - DISTANCE BETWEEN TRAFFIC CONTROL DEVICES
L = MINIMUM LENGTH OF TAPER

B = LENGTH OF LONGITUDINAL BUFFER

SEE MOOQe FOR "D," "L," AND "B" VALUES

ALL NON-APPLICABLE SIGNING WITHIN THE CIA SHALL BE MODIFIED TO FIT CONDITIONS, COVERED OR REMOVED.

DISTANCES BETWEEN SIGNS, THE VALUES FOR WHICH ARE SHOWN IN TABLE D, ARE APPROXIMATE AND MAY NEED
ADJUSTING AS DIRECTED BY THE ENGINEER.

THE "WORK ZONE BEGINS" (R5-18c ) SIGN SHALL BE USED ONLY IN THE INITIAL SIGNING SEGUENCE IN THE WORK
ZONE. SUBSEQUENT SEQUENCES I[N THE SAME WORK ZONE SHALL OMIT THIS SIGN AND THE QUANTITIES SHALL BE
ADJUSTED APPROPRIATELY.

THE MAXIMUM RECOMMENDED DISTANCE(S ) BETWEEN CHANNELIZING DEVICES SHOULD BE EQUAL IN FEET TO THE
POSTED SPEED IN MILES PER HOUR ON TAPER(S) AND TWICE THE POSTED SPEED IN THE PARALLEL AREA(S).

FOR OVERNIGHT CLOSURES, CHANNELIZING DEVICES SHALL BE LIGHTED PLASTIC DRUMS.

THE TYPE A WARNING FLASHER SHOWN ON THE WARNING SIGNS SHALL BE POSITIONED ON THE SIDE OF THE SIGN
NEAREST THE ROADWAY.

ALL 4'x 4" WARNING SIGNS, TYPE 111 BARRICADES, THEIR TEMPORARY SUPPORT SYSTEMS AND LIGHTING
REQUIREMENTS SHALL BE FABRICATED [N ACCORDANCE WITH THE CURRENT STANDARD PLAN.

WHEN BUFFER AREAS ARE ESTABLISHED, THERE SHALL BE NO EGUIPMENT OR MATERIALS STORED OR WORK
CONDUCTED IN THE BUFFER AREA.

ALL EXISTING PAVEMENT MARKINGS WHICH ARE IN CONFLICT WITH EITHER PROPOSED CHANGES IN TRAFFIC PATTERNS
OR PROPOSED TEMPORARY TRAFFIC MARKINGS, SHALL BE REMOVED BEFORE ANY CHANGE IS MADE [N THE TRAFFIC
PATTERN. EXCEPTION WILL BE MADE FOR DAYTIME-ONLY TRAFFIC PATTERNS THAT ARE ADEQUATELY DELINEATED BY
OTHER TRAFFIC CONTROL DEVICES.

THE LIGHTED ARRDW PANEL SHALL BE LOCATED AT THE BEGINNING OF THE TAPER AS SHOWN. WHEN PHYSICAL
LIMITATIONS RESTRICT [TS PLACEMENT AS INDICATED, THEN IT SHALL BE PLACED AS CLOSE TO THE BEGINNING
OF THE TAPER AS POSSIBLE.

SIGN SIZES
e ‘’MDOT

DIAMOND WARNING - 48 " x 48 " chgon besoren of Traerioven | 1 YPICAL EXTENDED TEMPORARY TRAFFIC
R2-1 REGULATORY - 48 " x 60 " TRAFFIC AND SAFETY CONTROL FOR A ONE-LANE CLOSURE ON
R5-18c REGULATORY - 48 " x 48 " MAINTAINING TRAFFIC A FREEWAY, NO SPEED REDUCTION

TYPICAL

DRAWN BY: DFK MARCH 2000 SHEET
CHECKED BY: BMM PLAN DATE: M080e 20F 2

NOT TO SCALE [FILE: K:-DGN-TSR-ST05-ENGLISH-MNTTRF -M080e .dgn REV.  Feb. 10, 2004




END ;
ROAD WORK

END
: ROAD WORK

KEY
CHANNELIZING DEVICES

PLACE THESE SIGNS ALONG WITH L | | : \. )
THE ADVANCE WORK ZONE SIGNING ﬁ ‘ ﬁ ‘ ﬁ G Sm=a’ LIGHTED ARROW PANEL
AS DEPICTED ON THE APPROPRIATE
TYPICAL MOOloe-MOO!fe. n I U _}#_ (TIgEEU?Rg[A]FgNING FLASHER
SPEED AR => TRAFFIC FLOW
LIMIT 3 % LEGEND REFLECTS SPEED
__ L ‘ o LIMIT BEYOND WORK AREA
Re- g STON = 312 Tt2 - TYPE B
SPEED 44 g PLUS ADDITIONAL R2-1's
LIMIT _21___— < -—72555l—‘— THROUGHOUT WORK AREA
o1 = E?ﬁ%? PLACE THROUGHOUT WORK AREA
b AS INDICATED AND AFTER ALL
PLACE THROUGHOUT WORK AREA ‘ s o INTERCHANGES [F PERMANENT
AS INDICATED AND AFTER ALL i g — — | SloNS ARE NOT IN PLACE
INTERCHANGES [F PERMANENT "_ R2-1 .
SIGNS ARE NOT IN PLACE. ..
SPEED ‘ ‘ ° SPEED
LIMIT L L LIMIT
-1 [ work ° WORK | Ro-1
ZONE [— L L ¢ || zoMe
BEGINS 2| |BEGINS
RS- 18c = g| R5-18c
L ‘ ‘ 133
wi-2  |[REDUCED REDUCED| 07,
SPEED|— L+ Lt | — |SPEED
AHEAD - AHEAD
14
L,
M
L L
W20-5 9% < W20-5
(MODIFIED ) A 3
W20-5 ‘ ‘ ©
(MODIFIED )
L
L
AL

NOT TO SCALE

‘’MDOT

Michigon Depor tment. of Tronspor totion
TRAFFIC AND SAFETY

MAINTAINING TRAFFIC
TYPICAL

TYPICAL EXTENDED TEMPORARY TRAFFIC

CONTROL FOR A ONE-LANE CLOSURE ON A

FREEWAY USING A REDUCED SPEED LIMIT,
MAXIMUM 10 MPH REDUCTION

DRAWN BY: DFK MARCH 2000 SHEET
CHECKED BY: BMM PLAN DATE: MO81le LOF 2
FILE: K:-DGN-TSR-GTD5-ENGLISH-MNTTRF -M081e .dgn REV.  Feb. 10, 2004




NOTES

1EB. D = DISTANCE BETWEEN TRAFFIC CONTROL DEVICES
L = MINIMUM LENGTH OF TAPER
B = LENGTH OF LONGITUDINAL BUFFER
SEE MOOQe FOR "D," "L," AND "B" VALUES
2. ALL NON-APPLICABLE SIGNING WITHIN THE CIA SHALL BE MODIFIED TO FIT CONDITIONS, COVERED OR REMOVED.
3. DISTANCES BETWEEN SIGNS, THE VALUES FOR WHICH ARE SHOWN IN TABLE D, ARE APPROXIMATE AND MAY NEED
ADJUSTING AS DIRECTED BY THE ENGINEER.

3A. THE "WORK ZONE BEGINS" (R5-18c ) SIGN SHALL BE USED ONLY IN THE INITIAL SIGNING SEGUENCE IN THE WORK
ZONE. SUBSEGUENT SEQUENCES IN THE SAME WORK ZONE SHALL OMIT THIS SIGN AND THE QUANTITIES SHALL BE
ADJUSTED APPROPRIATELY.

4E. THE MAXIMUM RECOMMENDED DISTANCE(S) BETWEEN CHANNELIZING DEVICES SHOULD BE EGUAL IN FEET TO THE
POSTED SPEED IN MILES PER HOUR ON TAPER(S) AND TWICE THE POSTED SPEED IN THE PARALLEL AREA(S).

5. FOR OVERNIGHT CLOSURES, CHANNELIZING DEVICES SHALL BE LIGHTED PLASTIC DRUMS.
6. THE TYPE A WARNING FLASHER SHOWN ON THE WARNING SIGNS SHALL BE POSITIONED ON THE SIDE OF THE SIGN
NEAREST THE ROADWAY.
7. ALL 4'x 4' WARNING SIGNS, TYPE 111 BARRICADES, THEIR TEMPORARY SUPPORT SYSTEMS AND LIGHTING
REQUIREMENTS SHALL BE FABRICATED IN ACCORDANCE WITH THE CURRENT STANDARD PLAN.
8. WHEN BUFFER AREAS ARE ESTABLISHED, THERE SHALL BE NO EQUIPMENT OR MATERIALS STORED OR WORK
CONDUCTED IN THE BUFFER AREA.
16B. WHEN REDUCED SPEED LIMITS ARE UTILIZED IN THE WORK AREA, ADDITIONAL SPEED LIMIT SIGNS RETURNING
TRAFFIC TO ITS NORMAL SPEED SHALL BE PLACED BEYOND THE LIMITS OF THE REDUCED SPEED AS INDICATED.
16C. ADDITIONAL SPEED LIMIT SIGNS REFLECTING THE REDUCED SPEED SHALL BE PLACED AFTER EACH ENTRANCE RAMP
THAT COMES ONTO THE FREEWAY WHERE THE REDUCED SPEED IS IN EFFECT.

21, ALL EXISTING PAVEMENT MARKINGS WHICH ARE [N CONFLICT WITH EITHER PROPOSED CHANGES IN TRAFFIC PATTERNS
OR PROPOSED TEMPORARY TRAFFIC MARKINGS, SHALL BE REMOVED BEFORE ANY CHANGE IS MADE IN THE TRAFFIC
PATTERN. EXCEPTION WILL BE MADE FOR DAYTIME-ONLY TRAFFIC PATTERNS THAT ARE ADEQUATELY DELINEATED BY
OTHER TRAFFIC CONTROL DEVICES.

26. THE LIGHTED ARROW PANEL SHALL BE LOCATED AT THE BEGINNING OF THE TAPER AS SHOWN. WHEN PHYSICAL
LIMITATIONS RESTRICT [TS PLACEMENT AS [NDICATED, THEN IT SHALL BE PLACED AS CLOSE TO THE BEGINNING
OF THE TAPER AS POSSIBLE.

oIGN SIZES
DIAMOND WARNING - 48 " x 48"

RECTANGULAR REGULATORY - 48 " x 60 "

R5-18c REGULATORY - 48" x 48" ®MDOT | TYPICcAL EXTENDED TEMPORARY TRAFFIC

Michigon Depor tment of Tronspor totion

CONTROL FOR A ONE-LANE CLOSURE ON A
FREEWAY USING A REDUCED SPEED LIMIT,

TRAFFIC AND SAFETY
MAINTAINING TRAFFIC

TYPICAL MAXIMUM 10 MPH REDUCTION
DRAWN BY: DFK MARCH 2000 SHEET
CHECKED BY: BMM PLAN DATE: M0Ble 2 0F 2

NOT TO SCALE [FILE: K:-DGN-TSR-STO5-ENGLISH-MNTTRF -M081e .dgn REV.  Feb. 10, 2004






